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on the effective date of the State emis-
sion standard, installation of collec-
tion and control systems capable of
meeting emission guidelines in § 60.33c
shall be accomplished within 30 months
of the date when the condition in
§ 60.33c(a)(3) is met (i.e., the date of the
first annual nonmethane organic com-
pounds emission rate which equals or
exceeds 50 megagrams per year).

[61 FR 9919, Mar. 12, 1996, as amended at 63
FR 32750, June 16, 1998]

EFFECTIVE DATE NOTE: At 63 FR 32750, June
16, 1998, § 60.36c was amended by revising
paragraph (a), effective Aug. 17, 1998. For the
convenience of the user, the superseded text
is set forth as follows:

§ 60.36c Compliance times.
(a) Except as provided for under paragraph

(b) of this section, planning, awarding of con-
tracts, and installation of MSW landfill air
emission collection and control equipment
capable of meeting the emission guidelines
established under § 60.33c shall be accom-
plished within 30 months after the effective
date of a State emission standard for MSW
landfills.

* * * * *

Subpart Cd—Emissions Guidelines
and Compliance Times for
Sulfuric Acid Production Units

SOURCE: 60 FR 65414, Dec. 19, 1995, unless
otherwise noted.

§ 60.30d Designated facilities.
Sulfuric acid production units. The

designated facility to which §§ 60.31d
and 60.32d apply is each existing ‘‘sul-
furic acid production unit’’ as defined
in § 60.81(a) of subpart H of this part.

§ 60.31d Emissions guidelines.
Sulfuric acid production units. The

emission guideline for designated fa-
cilities is 0.25 grams sulfuric acid mist
(as measured by EPA Reference Meth-
od 8 of appendix A of this part) per
kilogram (0.5 pounds per ton) of sul-
furic acid produced, the production
being expressed as 100 percent sulfuric
acid.

§ 60.32d Compliance times.
Sulfuric acid production units. Plan-

ning, awarding of contracts, and instal-

lation of equipment capable of attain-
ing the level of the emission guideline
established under § 60.31d can be accom-
plished within 17 months after the ef-
fective date of a State emission stand-
ard for sulfuric acid mist.

Subpart Ce—Emission Guidelines
and Compliance Times for
Hospital/Medical/Infectious
Waste Incinerators

SOURCE: 62 FR 48379, Sept. 15, 1997, unless
otherwise noted.

§ 60.30e Scope.

This subpart contains emission
guidelines and compliance times for
the control of certain designated pol-
lutants from hospital/medical/infec-
tious waste incinerator(s) (HMIWI) in
accordance with sections 111 and 129 of
the Clean Air Act and subpart B of this
part. The provisions in these emission
guidelines supersede the provisions of
§ 60.24(f) of subpart B of this part.

§ 60.31e Definitions.

Terms used but not defined in this
subpart have the meaning given them
in the Clean Air Act and in subparts A,
B, and Ec of this part.

Standard Metropolitan Statistical Area
or SMSA means any areas listed in
OMB Bulletin No. 93–17 entitled ‘‘Re-
vised Statistical Definitions for Metro-
politan Areas’’ dated June 30, 1993 (in-
corporated by reference, see § 60.17).

§ 60.32e Designated facilities.

(a) Except as provided in paragraphs
(b) through (h) of this section, the des-
ignated facility to which the guidelines
apply is each individual HMIWI for
which construction was commenced on
or before June 20, 1996.

(b) A combustor is not subject to this
subpart during periods when only path-
ological waste, low-level radioactive
waste, and/or chemotherapeutic waste
(all defined in § 60.51c) is burned, pro-
vided the owner or operator of the com-
bustor:

(1) Notifies the Administrator of an
exemption claim; and

(2) Keeps records on a calendar quar-
ter basis of the periods of time when
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only pathological waste, low-level ra-
dioactive waste, and/or
chemotherapeutic waste is burned.

(c) Any co-fired combustor (defined
in § 60.51c) is not subject to this subpart
if the owner or operator of the co-fired
combustor:

(1) Notifies the Administrator of an
exemption claim;

(2) Provides an estimate of the rel-
ative weight of hospital waste, medical/
infectious waste, and other fuels and/or
wastes to be combusted; and

(3) Keeps records on a calendar quar-
ter basis of the weight of hospital
waste and medical/infectious waste
combusted, and the weight of all other
fuels and wastes combusted at the co-
fired combustor.

(d) Any combustor required to have a
permit under Section 3005 of the Solid
Waste Disposal Act is not subject to
this subpart.

(e) Any combustor which meets the
applicability requirements under sub-
part Cb, Ea, or Eb of this part (stand-
ards or guidelines for certain munici-
pal waste combustors) is not subject to
this subpart.

(f) Any pyrolysis unit (defined in
§ 60.51c) is not subject to this subpart.

(g) Cement kilns firing hospital
waste and/or medical/infectious waste
are not subject to this subpart.

(h) Physical or operational changes
made to an existing HMIWI unit solely
for the purpose of complying with
emission guidelines under this subpart
are not considered a modification and
do not result in an existing HMIWI
unit becoming subject to the provisions
of subpart Ec (see § 60.50c).

(i) Beginning September 15, 2000, or
on the effective date of an EPA ap-
proved operating permit program under
Clean Air Act title V and the imple-
menting regulations under 40 CFR part
70 in the State in which the unit is lo-
cated, whichever date is later, des-
ignated facilities subject to this sub-
part shall operate pursuant to a permit
issued under the EPA-approved operat-
ing permit program.

§ 60.33e Emission guidelines.
(a) For approval, a State plan shall

include the requirements for emission
limits at least as protective as those
requirements listed in Table 1 of this

subpart, except as provided for in para-
graph (b) of this section.

(b) For approval, a State plan shall
include the requirements for emission
limits at least as protective as those
requirements listed in Table 2 of this
subpart for any small HMIWI which is
located more than 50 miles from the
boundary of the nearest Standard Met-
ropolitan Statistical Area (defined in
§ 60.31e) and which burns less than 2,000
pounds per week of hospital waste and
medical/infectious waste. The 2,000 lb/
week limitation does not apply during
performance tests.

(c) For approval, a State plan shall
include the requirements for stack
opacity at least as protective as
§ 60.52c(b) of subpart Ec of this part.

§ 60.34e Operator training and quali-
fication guidelines.

For approval, a State plan shall in-
clude the requirements for operator
training and qualification at least as
protective as those requirements listed
in § 60.53c of subpart Ec of this part.
The State plan shall require compli-
ance with these requirements accord-
ing to the schedule specified in
§ 60.39e(e).

§ 60.35e Waste management guidelines.

For approval, a State plan shall in-
clude the requirements for a waste
management plan at least as protective
as those requirements listed in § 60.55c
of subpart Ec of this part.

§ 60.36e Inspection guidelines.

(a) For approval, a State plan shall
require that each small HMIWI subject
to the emission limits under § 60.33e(b)
undergo an initial equipment inspec-
tion that is at least as protective as
the following within 1 year following
approval of the State plan:

(1) At a minimum, an inspection
shall include the following:

(i) Inspect all burners, pilot assem-
blies, and pilot sensing devices for
proper operation; clean pilot flame sen-
sor, as necessary;

(ii) Ensure proper adjustment of pri-
mary and secondary chamber combus-
tion air, and adjust as necessary;

(iii) Inspect hinges and door latches,
and lubricate as necessary;
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